**DEMOULATION LEGEND:**

- **C1** - Lumber can be removed in accordance with the Plans and Specifications.
- **C2** - Existing steel to be removed.
- **C3** - Existing stone to be removed.
- **C4** - Existing trees to be removed.

**EXISTING FEATURES:**

- **C1** - Existing service lines to be removed.
- **C2** - Existing structures to be removed.
- **C3** - Existing paving to be removed.

**LEGEND OF IMPROVEMENTS:**

- ** Existing infrastructure in situ.**
- ** Projected infrastructure.**
- ** Proposed improvements.**
- ** Existing improvements.**

**REFERENCES:**

- **APD Engineering & Architecture, PLLC**
- **615 Fishers Run Victor, NY 14564**
- **(585) 668-8668**
- **www.apd.com**

**PLAN SCALE:**

- **1" = 40'**

**DATE**

- **6/24/2024**

**DRAWING NUMBER**

- **24-0145**

**CONTRACTOR: NEW YORK STATE DEPARTMENT OF TRANSPORTATION NEW YORK STATE DEPARTMENT OF TRANSPORTATION**

**DRAWN BY:**

- **BRB**

**PROJECT NAME & LOCATION:**

- **Holland Townhouses**

**DATE OF ISSUE:**

- **6/30/24**

**STANDARD NOTES:**

- **1.** All data, data sets, device and software, and all improvements, revisions, and enhancements to the data, data sets, device and software shall be the exclusive property of, and shall remain the property of, APD Engineering & Architecture, PLLC. No reproduction, disclosure, or use of the data, data sets, device and software, or any portion thereof, is permitted in whole or in part, without the express written consent of APD Engineering & Architecture, PLLC.**
EXISTING DRAINAGE INLET RIM TO BE CLEANED

FFE = ±510.80
FFE = ±511.36
FFE = ±512.25
FFE = ±512.25

18' OF 4" PVC STORM
6' OF 4" PVC STORM
32' OF 4" PVC STORM
34' OF 4" PVC STORM

20' OF 4" PVC STORM
14' OF 4" PVC STORM
16' OF 4" PVC STORM
15' OF 4" PVC STORM

5' OF 4" PVC STORM
16' OF 4" PVC STORM
20' OF 4" PVC STORM
23' OF 4" PVC STORM

12' OF 4" PVC STORM
19' OF 4" PVC STORM
15' OF 4" PVC STORM
14' OF 4" PVC STORM

FFE = ±509.81

CONTRACTOR TO RESET CLEANOUTS
FLUSH IN SIDEWALK

REFERENCE:
1. CONNECTEXPLORER ONLINE ORTHOGRAPHIC HI-RES IMAGERY BY EAGLEVIEW DATED 06/21/24

AS REQUIRED BY NEW YORK STATE LAW, CONTRACTOR SHALL CONTACT "DIG SAFELY NEW YORK" (UFPO) @ 1-800-962-7962 FOR LOCATION STAKE-OUT OF ALL UTILITIES, AT LEAST 2 FULL WORKING DAYS PRIOR TO ANY EXCAVATION.

LEGEND OF IMPROVEMENTS

STORM LATERAL & STRUCTURES
LINES OF CONCRETE REPLACEMENT

SITE LEGEND:
A PROPOSED WYE CONNECTION
B CONNECT TO DOWNSPOUT (TYP) (SEE DETAIL)
C LIMITS OF CONCRETE REPLACEMENT
D EXISTING DRAINAGE INLET RIM TO BE CLEANED
E EXISTING CLEANOUT IN DST RIM TO BE CLEANED
F PROPOSED SITE CONNECTION
G SUMMARY TO SHEET (TYP) (SEE DETAIL)

LEGEND OF IMPROVEMENTS

SITE & GRADING PLAN (Phase 1)

Maintenance
24-0145
The specifications are not provided as an indication of work, but provide requirements and standards of work required. When these specifications are in conflict with the requirements of the authority having jurisdiction, the more stringent shall be required as determined by the engineer and authority having jurisdiction.